
Notes / Observations / Recommended Repairs: 

Rich Specialty Trailers - Preventive Maintenance Log

Unit VIN / Model / Serial #: ______________________       Date of Inspection: ______________________ 
Performed By (Certified Tech): ______________________ Location / Facility: ______________________

Component Recommended Maintenance Each Trip  1 Mo 3 Mo 6 Mo Annual  As Needed Performed By Date Tech Signature

Breakaway Switch

Coupler / Ball

Safety Chains

Weight / Distribution

Tires

Brakes

Safety Equipment

Electrical System

Frame / Underbody

Doors

Water & Drainage

Windows

Fiberglass Exterior

Roof

Seals / Adhesives

Appliances

A/C Unit

4048 Pump

Slide-Out Systems

Wheel Bearings

Awning

Inspect for damage, torque U-bolts, and check seals for leaks.

Verify switch activates brakes properly.

Inspect for wear, lubricate, ensure locking engagement.

Check links for wear and secure attachment.

Confirm load is balanced and within limits.

Check tire pressure & tread depth; torque lug nuts.

Inspect and adjust; check magnets and operation.

Test smoke detectors, alarms, and extinguisher.

Inspect 7-pin, wiring harness; test all lights.

Inspect for rust/cracks; apply protection.

Lubricate hinges/locks; inspect seals & alignment.

Inspect fittings/hoses for leaks; winterize as needed.

Lubricate and adjust latches and seals.

Clean with mild detergent; inspect for cracks.

Clean every 6 months; inspect & reseal as needed.

Inspect all sealant; reseal every 3 months.

Clean refrigerator, fan blades, and filters.

Clean filters monthly; inspect fins & drains.

Clean filter monthly; inspect for leaks/noise.

Lubricate rails; inspect seals & alignment.

Inspect/repack annually or as needed.

Inspect fabric/frame; lubricate joints.
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